DEVELOPMENT OF A NUMERICAL APPROACH FOR OPTIMUM SIZING OF THE COMPONENTS IN SOLAR PHOTOVOLTAIC HYBRID POWER SYSTEMS

Ahmad Zahedi

Monash University, Department of Electrical and Computer Systems Engineering, Wellington Road, Clayton, Victoria, 3800, AUSTRALIA, Fax: ++61 3 9905 3454, Email: ahmad.zahedi@eng.monash.edu.au

Abstract

The objective of this contribution is to present a new numerical approach for a complete design, optimum sizing, cost estimation (capital & $/kWh) and also evaluating the performance of solar photovoltaic/battery/diesel hybrid power systems.

The world-wide demand for solar photovoltaic energy systems has grown steadily over the past 15 years. The need for reliable and low cost electric power in remote areas of the world is the primary force driving the world-wide photovoltaic (PV) industry. For a large number of applications, PV technology is almost the best and economical option. Typical applications of solar PV in use today include stand-alone power systems for remote located facilities and residences, grid-connected PV systems for residential and commercial buildings that are already connected to national electricity network and finally solar PV hybrid power systems for isolated communities and facilities. The latter combines PV array with a conventional electricity generating unit such as diesel generator. Solar photovoltaic energy systems have many advantages. In fact they are modular and silent, they have no moving parts, they require low maintenance, and produce no emissions.

In our research group we have developed a new numerical program, which has many features including size optimization, cost calculation and performance prediction of any type of solar PV system. This program also enables us to see the effect of non-technical factors such as inflation rate, discount rate, mortgage rate, etc. on the capital and electricity cost of the solar PV system under investigation.

A method has been developed to predict a day-by-day performance of all components integrated in a solar PV-hybrid power system. Hourly average solar radiation data from the site for generating unit and the anticipated load data are used to evaluate the performance of the components in the system. Such performance evaluation is useful for optimizing the size of the components in the system. This method will also help us to perform economical analysis of the entire system over the system’s lifetime period.

1. INTRODUCTION

The usage of renewable sources of energy which produce less (and in some cases no) pollution are considered more seriously. Rapid advances in solar photovoltaic technologies have brought good opportunities for the utilization of solar PV power. Moreover, the economic aspects of these technologies are now sufficiently promising to also justify their use in small-scale stand-alone applications for users who are not connected to national electricity grid. Solar PV energy has attracted in the past decade lots of attention and the experts in this field believe that this energy has a promising future. The main characteristics of this renewable energy are followings: the fuel is free, technology is mature and almost world wide available and it has many other advantages like modularity, low maintenance requirements, high durability and also they can easily be connected to the utility grids.

A rooftop mounted photovoltaic system is one of the applications of solar PV systems that has attracted lots of interest among the people of North America, Europe and Japan. The generation of electricity by this system is attractive because:

• Generation is on-site. This results in reduction of transmission costs and transmission losses;
• The cost of roofing tiles can be eliminated by using mounted PV systems in stead;
• There is no need for additional land for power generation;
• Visual impacts are limited.

Using photovoltaic energy has particular benefits for industrialised countries. These benefits include employment, emission reduction and security of supply. The only factor hindering the growth of utilization of PV in this sector is the high capital cost. Thus, developing a method to reduce the cost will help increasing utilization of PV systems.

Another sector that photovoltaic can have a major contribution is in generating electricity for people living in isolated areas, those who have mini diesel grid, for example, and are not connected to national electricity network. The main factors favouring photovoltaic technology in this sector result from:
• The high costs of conventional energy sources in remote locations
• The loss of a scale-economy effect, which means specific costs of small photovoltaic systems are not much higher than those of larger photovoltaic systems.
• Price of fuel, fuel transportation and spare part supplies.

The major factors inhibiting the photovoltaic technology in this sector include high initial costs, lack of skilled manpower, lack of good quality data and social acceptance. Thus, developing an accurate sizing method for reducing the cost of system is appropriate.

Another PV application sector is electrification of remote located communities, those who are without electricity at all. According to United Nations, there are 2 billion people living on the earth that have no access to electricity. Solar PV energy can make a significant contribution to improving the quality of life of innumerable small communities, especially in rural areas, by helping them to meet their basic needs such as health care and education. Photovoltaic electricity can also provide the opportunity for remote communities to meet essential water pumping, refrigeration and communication. The main factors favouring photovoltaic technologies in remote areas result from:
• The high costs of conventional power sources, which are strongly affected by remote locations;
• The loss of the scale-economy effect and
• The relatively high price of fuel transportation and of the supply of spare parts.

In this sector, like the other sectors, the high capital is a barrier hindering the growth of use of PV systems and developing a method for cost reduction is appropriate.

2. HIGH COST OF PV ELECTRICITY

The development of solar PV electricity suffers from high capital cost. However, there is an extensive range of applications where the PV systems are the best and economical option for electricity supply. These are usually stand-alone systems, and exploit the following advantages of solar PV electricity.
• There are no fuel costs or fuel supply problems
• The equipment can usually operate unattended
• It is very reliable and requires little maintenance

These advantages make solar PV the greatest opportunity of electricity generation for billions of people throughout the world without electricity. However, there are some technical and non-technical factors hindering utilization of PV as the high cost of photovoltaic systems is capital intensive.

Although fuel of solar PV generators is free, but price of PV electricity is far above the price of electricity from conventional fossil fuel power plants. In some countries this is more than double. And also PV electricity is the most expensive amongst the other renewable electricity prices. This has been clearly shown in Figure 1.

This high capital cost is affected by some technical factors such as efficiency, technology, reliability, location, orientation, tilt, as well as some non-technical factors, which are often overlooked.

One of the important factors, which directly affect the PV electricity cost in positive way is correct system-sizing mechanism of the system’s components. Oversizing of components in PV hybrid system make the system, which is already expensive, more expensive, under-sizing on the other hand makes the system less reliable. Thus optimum sizing gives two benefits to the system a) being economical, b) being reliable.

In this approach we try to minimize the cost of hybrid power system by optimizing the size of components in PV system and investigate the effect of some non-technical factors on these costs. In order to make sure that this does not result in poor performance, we try to evaluate the performance of the system to see whether the PV system is capable of producing a reliable electricity supply.
3. SYSTEM CONFIGURATION

The block diagram for the system under investigation is shown in Figure 2. The system is designed to supply a reliable and low-cost electric power for a remote located and isolated community. The system consists of a PV array, storage batteries, and a backup generator. The size of PV array is so that it is able to supply the entire load during three months of summer period. In other words, the daily production of electricity by PV array in a typical summer day is equal to the daily electricity required by the load. During the day when the generated power by PV array exceeds the demand, PV array starts charging the batteries.

4. WHY PV HYBRID SYSTEM

Technically a system which is entirely dependent on renewable sources can not be reliable electricity supply, especially for isolated loads in remote areas. This is because the availability of the renewable sources can not be ensured. Therefore, solar PV hybrid systems, which combine conventional and renewable sources of energy, are a better choice for isolated loads. A solar PV hybrid power system is expected to:

- Satisfy the load
- Minimize the costs
- Maximize the utilization of renewable sources
- Optimize the operation of battery bank, which is used as back up unit
- Ensure efficient operation of the diesel generator

5. LOAD

In this investigation and simulation we have assumed that the load requires an average of 18 kWh every day. To simplify the calculations we assume that the amount of electricity required by the load remains constant over the year.

As the size of PV array is optimum so the excess power will not cause any overcharging of the batteries, thus, there is no need for a dummy load to be integrated in the system. Batteries will supply power during the nights and cloudy days. Every day the backup diesel generator operates for some hours, depending on season and month of the year, to charge the batteries. The number of hours of operation of diesel generator depends on state of charge (SOC) of batteries and is determined accordingly. In order to minimize the fuel cost and avoiding wasting electricity, the diesel generator keeps charging the batteries until a specified upper limit for the battery voltage is reached. At this point the backup generator will stop charging the batteries.

6. SIZE OF PV ARRAY

We have adopted a numerical sizing procedure in which the PV array is the main electric power generator. Our system design is based on the seasonal energy balance between the radiation and the load. In order to avoid wasting PV electricity the size of PV array is determined based on the summer radiation data. This means that during three months of summer period the load is covered fully by the PV array. Obviously the PV energy is not able to supply enough power during the other seasons. Battery bank is there to support the PV array and the diesel generator is to backup the battery bank.

The energy deficit is covered effectively by a diesel generator. The radiation data for the site, together with the panel orientation are used to determine the incident solar radiation on the panel for a typical day in summer months.
The number of series connected modules is determined by the DC operating voltage. As the modules are used for battery charging we are more interested in the current at a good battery charging voltage under normal operating conditions. The number of parallel strings is directly related to a) the current requirement for the load $I_L$, b) the nominal current $I_{P}$ which is required from the PV array when working at its maximum power point and irradiated by the standard AM 1.5 radiation at 1 kW/m$^2$ and the nominal current supplied by an individual PV modules. We can also introduce a sizing factor SF, which can be used to oversize the amount of current available from the array.

### 7. SIZE OF BATTERY BANK

The daily and seasonal charge deficits have to be calculated. It must be ensured that the night and cloudy periods are covered satisfactorily. At the same time, excess energy generated and not used during the sunshine periods must be stored. This analysis determines the daily charge and discharge percentage of the battery that usually can not exceed a given value for the safe operation. The energy balance for the summer periods is set in such a way that the day energy excess is stored effectively to cover the energy deficit during the night and cloudy times.

In this method we determine the size of battery bank based on the number of no-sun days. This depends on the location, where the PV system is installed and differs from place to place. For the sizing of battery bank for the system under investigation we are assuming 5 days of autonomy (no-sun-days). This is worse case that can happen having a 5 consecutive days without sun. Therefore the AH of battery bank should be determined by following equation:

$$ AH = \frac{\text{daily demand} \times 5 \text{ days}}{\text{system’s efficiency}} \times \frac{1}{\text{DC voltage} \times \text{depth of discharge}} $$

### 8. SIZE OF DIESEL GENERATOR

Diesel generator is used in the system for following tasks: To bring the SOC of batteries to an acceptable level. This can be done by running the diesel generator for 1 – 5 hours every day depending on the size of diesel generator and the climate conditions.

To charge the batteries when 5 no-sun-days happen. When this case occurs the diesel generator must be large enough to charge the batteries to avoid batteries undercharging.

The size of diesel generator is determined by an experimental formula which is charging the batteries from 20% to 70% in 5 hours.

### 9. PERFORMANCE EVALUATION

In order to make sure that the system, for which we have conducted the optimum sizing, is able to supply reliable electricity for the load, we have performed a computer simulation for the purpose of performance evaluation. As battery bank is the weakest component in the PV hybrid power system, we have chosen the state of charge (SOC) of batteries as a measure for performance prediction.

Figure 3 shows the generation profile of solar PV array. Figure 4 shows the generation profile of the diesel generator. Figure 5 shows the total generation by PV and diesel generator. Figure 6 shows the energy balance and Figure 7 shows the state of charge of battery in one year. In winter, when the least sun shine is available the depth of discharge of the battery bank is just above 60%.
that the PV array generates in summer the same amount of energy which is needed by the load in a typical summer day. Usage of diesel generator will be minimum in summer. In the other seasons PV array generates less electricity, therefore usage of diesel generator will be more. This arrangement offers all the benefits of PV systems with respect to low operation and maintenance costs, and also ensures that PV electricity is not wasted.

This paper presented an approach for evaluating the performance of PV hybrid power systems. It is a useful tool for predicting the performance of the solar PV hybrid power systems before they are installed. This paper presented a performance prediction method based on the SOC of the batteries. The method developed and presented in this paper can be used for any locations by any applications provided solar radiation data are available and daily electricity consumption are known.

11. FURTHER WORK

The further work that will be carried out immediately is the system cost versus benefits of increasing or decreasing the size or the number of each system components in a the PV-hybrid power systems.

12. REFERENCES